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Mechanical data

SOLID PRO 250 Wp SOLID PRO 260 Wp

Dimensions (LxWxH) (mm) 1645x986x7,1 1645x986x7,1

Weight (kg) 27 27

Front / Back glass (mm) 3 3

Cell Type Poly-crystalline 156x156mm (6 inch) = Poly-crystalline 156x156mm (6 inch)
Cell Orientation 60 cells (6x10) 60 cells (6x10)

Frame Frameless Frameless

Junction Box / IP class TE Connectivity J-box IP67 TE Connectivity J-box IP67
Cable Cross Section Size (mm2) 4 4

Bypass Diodes 3 3

Connector PV4-S Male/Female PV4-S Male/Female

Electrical data (STC*)

SOLID PRO 250 Wp SOLID PRO 260 Wp

Rated maximum power at STC (Wp) 250.00 260.00
Open Circuit Voltage (Voc/V) 36.23 37.32
Short Circuit Current (Isc/A) 8.86 8.95
Max Power Voltage (Vmp/V) 30.19 31.10
Max Power Current (Imp/A) 8.28 8.36
Max System Voltage (V) DC 1000V (EU) DC 1000V (EU)
Max Current (A) 15 13
Operating Temperature -40~+85C -40~+85C
Power Tolerance 0/+5W 0/+5W
Safety Class 1] Il
Max Static Load (wind/snow) (Pa) 2400/8000 2400/8000

*Under Standard Test Conditions (STC) of irradiance of 1000W/sq. m., spectrum AM 1.5 and cell temperature of 25 C

Temperature ratings

SOLID PRO 250 Wp SOLID PRO 260 Wp

Temperature Coefficient of Isc (alsc) +0,05%/°C +0,05%/°C
Temperature Coefficient of Voc (BVoc) -0,34%/°C -0,34%/°C
Temperature Coefficient of Pmax (yPmp) -0,46%/°C -0,46%/°C
Nominal Operating Cell Temperature 46°C 46°C
2400/2400 Pa 2400/5400 Pa
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Alumero fixing clamps
END/MID clamps 6.8 100mm
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Alumero fixing clamps
END/MID clamps 6.8 200mm
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Solid PRO

Glass/Glass

Mechanical data Current - Voltage Curve

Solid PRO 300 Wp Solid PRO 310 Wp 10

Dimensions (LxWxH) (mm) 1960x986x7,1 1960x986x7,1 9
Weight (kg) 32 32 8 1000 W/m?
Front / Back glass (mm) 3 3 7 .

- 800 W/m?
Cell Type Poly-crystalline 156x156mm (6 inch) = Poly-crystalline 156x156mm (6 inch) B

§ 5 B
Cell Orientation 72 cells (6x12) 72 cells (6x12) 5., 600 W/m
Frame Framless Framless E 400 W/m?
Junction Box / IP class TE Connectivity J-box IP67 TE Connectivity J-box IP67 j 200 W/m?
Cable Cross Section Size (mm2) 4 4 .
Bypass Diodes 3 3 0 5 10 15 20 25 30 35 a0 5
Cemmzsiay PV4-S Male/Female PV4-S Male/Female volige (V)

Power - Voltage Curve

Electrical data (STC*) 200

Solid PRO 300 Wp Solid PRO 310 Wp 250
Rated maximum power at STC (Wp) 300 310 < 200
Open Circuit Voltage (Voc/V) 43.48 44.50 g »
Short Circuit Current (Isc/A) 8.86 9.03 -
Max Power Voltage (Vmp/V) 36.23 37.08 100
Max Power Current (Imp/A) 8.28 8.36 0 pros o
Max System Voltage (V) DC 1000V (EU) DC 1000V (EU) )
Max Current (A) 15 15 o s 0 © fl?)ltage (\Z/’; o ® o =
Operating Temperature -40~+85C -40~+85C
Power Tolerance 0/+5W 0/+5W Current - Voltage Curve
Safety Class Il Il
Max Static Load (wind/snow) (Pa) 2400/8000 2400/8000

*Under Standard Test Conditions (STC) of irradiance of 1000W/sq. m., spectrum AM 1.5 and cell temperature of 25 C

Current (A)

Temperature ratings Solid PRO 300 Wp Solid PRO 310 Wp

Temperature Coefficient of Isc (alsc) +0,05%/°C +0,05%/°C
Temperature Coefficient of Voc (BVoc) -0,34%/°C -0,34%/°C
Temperature Coefficient of Pmax (yPmp) -0,46%/°C -0,46%/°C
. . 0 5 10 15 20 25 30 35 40 a5
Nominal Operating Cell Temperature 46°C 46°C Voltage (V)
2400/2400 Pa 2400/5400 Pa 2400/8000 Pa
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Alumero fixing clamps Alumero fixing clamps Alumero fixing clamps
END/MID clamps 6.8 100mm END/MID clamps 6.8 200mm END/MID clamps 6.8 200mm
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Solid SMART

Glass/Glass

Mechanical data Current - Voltage Curve

SOLID SMART 250 Wp SOLID SMART 260 Wp 10
Dimensions (LxWxH) (mm) 1645x986x7,1 1645x986x7,1 9
Weight (kg) 27 27 s 1000 W/m?
Dimensions with SolRif frame (LxWxH) (mm) 1695x1018x18 1695x1018x18 / 300 W/m?
Weight with SolRif frame (kg) 30 30 L "
Front / Back glass (mm) 3 3 é : 600 W/m?
O 4
Cell Type Poly-crystalline 156x156mm (6 inch) = Poly-crystalline 156x156mm (6 inch) S e
Cell Orientation 60 cells (6x10) 60 cells (6x10) 2
200 W/m2
Frame Frameless Frameless ; "
Junction Box / IP class TE Connectivity J-box IP67 TE Connectivity J-box IP67 o ° oo f/”ohage (ﬁ B s 4 s
Cable Cross Section Size (mm2) 4 4
Bypass Diodes 3 3 , Vol c
Connector PV4-S Male/Female PV4-S Male/Female ower - Voltage Curve

Electrical data (STC*)

SOLID SMART 250 Wp SOLID SMART 260 Wp - w0
Rated maximum power at STC (Wp) 250.00 260.00 3 150
2
Open Circuit Voltage (Voc/V) 36.23 37.32 &
Short Circuit Current (Isc/A) 8.86 8.95 w
Max Power Voltage (Vmp/V) 30.19 31.10 50
Max Power Current (Imp/A) 8.28 8.36 . 200 W/m? |
Max System Voltage (V) DC 1000V (EU) DC 1000V (EU) 0 s o1 70‘ (25) 3 a0 45
Voltage (V]
Max Current (A) 15 15 ¢
Operating Temperature -40~+85C -40~+85C
Current - Voltage Curve
Power Tolerance 0/+5W 0/+5W o
Safety Class I Il .
Max Static Load (wind/snow) (Pa) 2400/8000 2400/8000 8
*Under Standard Test Conditions (STC) of irradiance of 1000W/sq. m., spectrum AM 1.5 and cell temperature of 25 C 7
I 6
g 5
Temperature ratings SOLID SMART 250 Wp SOLID SMART 260 Wp o
Temperature Coefficient of Isc (alsc) +0,05%/°C +0,05%/°C z
Temperature Coefficient of Voc (BVoc) -0,34%/°C -0,34%/°C | 654 \25
Temperature Coefficient of Pmax (yPmp) -0,46%/°C -0,46%/°C o Nl o
. . 0 5 10 15 20 25 30 35 40 45
Nominal Operating Cell Temperature 46°C 46°C Voltage (V)
2400/2400 Pa 2400/5400 Pa 2400/8000 Pa
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Alumero fixing clamps Alumero fixing clamps Alumero fixing clamps
END/MID clamps 6.8 100mm END/MID clamps 6.8 200mm END/MID clamps 6.8 200mm
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Solid SMART

Glass/Glass

Mechanical data Current - Voltage Curve

Solid SMART 300 Wp Solid SMART 310 Wp 10
Dimensions (LxWxH) (mm) 1960x986x7,1 1960x986x7,1 9
Weight (kg) 32 32 8 1000 W/m?
Front / Back glass (mm) 3 3 7 -
_ m?
Cell Type Poly-crystalline 156x156mm (6 inch)  Poly-crystalline 156x156mm (6 inch) £°
§ s >
Cell Orientation 72 cells (6x12) 72 cells (6x12) S 600 W/m!
Frame Framless Framless 3 400 W/m?
2
Junction Box / IP class TE Connectivity J-box IP67 TE Connectivity J-box IP67 .\ 2ot vy
Cable Cross Section Size (mm2) 4 4 .
Bypass Diodes 3 3 4 5 10 15 20 25 30 35 a0 5
Gemmzisr PV4-S Male/Female PV4-S Male/Female votage (V)

Power - Voltage Curve

Electrical data (STC*) 00

Solid SMART 300 Wp Solid SMART 310 Wp 250
Rated maximum power at STC (Wp) 300 310 S a0
Open Circuit Voltage (Voc/V) 43.48 44.50 g »
Short Circuit Current (Isc/A) 8.86 9.03 -
Max Power Voltage (Vmp/V) 36.23 37.08 100
Max Power Current (Imp/A) 8.28 8.36 50 e
Max System Voltage (V) DC 1000V (EU) DC 1000V (EU) )
Max Current (A) 15 15 o s oo fl"oltage (3 om0
Operating Temperature -40~+85C -40~+85C
Power Tolerance 0/+5W 0/+5W Current - Voltage Curve
Safety Class I Il
Max Static Load (wind/snow) (Pa) 2400/8000 2400/8000

*Under Standard Test Conditions (STC) of irradiance of 1000W/sq. m., spectrum AM 1.5 and cell temperature of 25 C

Current (A)

Temperature ratings Solid SMART 300 Wp Solid SMART 310 Wp

Temperature Coefficient of Isc (alsc) +0,05%/°C +0,05%/°C
Temperature Coefficient of Voc (BVoc) -0,34%/°C -0,34%/°C
Temperature Coefficient of Pmax (yPmp) -0,46%/°C -0,46%/°C
Nominal Operating Cell Temperature 46°C 46°C ’ coorr f,‘f,,tage (f,s, oo
2400/2400 Pa 2400/5400 Pa 2400/8000 Pa
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Alumero fixing clamps Alumero fixing clamps Alumero fixing clamps
END/MID clamps 6.8 100mm END/MID clamps 6.8 200mm END/MID clamps 6.8 200mm
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